§120.322

in accordance with paragraph (b)(2) of
this section, the derated capacity.

(e) Each motor must have a name-
plate attached to it containing the in-
formation required by Article 430 of the
NEC (NFPA 70), and for a motor de-
rated in accordance with paragraph
(b)(2) of this section, the derated capac-
ity.

(f) Each generator must be protected
by an overcurrent device set at a value
not exceeding 115 percent of the gener-
ator full load rating.

[CGD 85-080, 61 FR 928, Jan. 10, 1996, as
amended at 62 FR 51352, Sept. 30, 1997]

§120.322 Multiple generators.

When a vessel is equipped with two or
more generators to supply ship’s serv-
ice power, the following requirements
must be met:

(a) Each generator must
independent prime mover; and

(b) The generator circuit breakers
must be interlocked to prevent the
generators from being simultaneously
connected to the switchboard, except
for the circuit breakers of a generator
operated in parallel with another gen-
erator when the installation meets
§§111.12-11(f), and 111.30-25(d) in sub-
chapter J of this chapter.
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§120.324 Dual voltage generators.

(a) A dual voltage generator installed
on a vessel shall be of the grounded
type, where:

(1) The neutral of a dual voltage sys-
tem must be solidly connected at the
switchboard’s neutral bus; and

(2) The neutral bus shall
nected to ground.

(b) The neutral of a dual voltage sys-
tem must be accessible for checking
the insulation resistance of the gener-
ator to ground before the generator is
connected to the bus.

(c) Ground detection must be pro-
vided that:

(1) For an alternating current sys-
tem, meets §111.05-27 in subchapter J
of this chapter; and

(2) For a direct current system,
meets §111.05-29 in subchapter J of this
chapter.
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§120.330 Distribution panels and
switchboards.
(a) Each distribution panel and

switchboard must be in as dry a loca-
tion as practicable, adequately venti-
lated, and protected from falling debris
and dripping or splashing water.

(b) Each distribution panel or switch-
board must be totally enclosed and of
the dead front type.

(c) Each switchboard must have non-
conductive handrails.

(d) Each switchboard must be fitted
with a dripshield.

(e) Distribution panels and switch-
boards that are accessible from the
rear must be constructed to prevent a
person from accidentally contacting
energized parts.

(f) Working space must be provided
around all main distribution panels
and switchboards of at least 610 milli-
meters (24 inches) in front of the
switchboard, and at least 455 millime-
ters (18 inches) behind the switchboard.
Rear access is prohibited when the
working space behind the switchboard
is less than 455 millimeters (18 inches).

(g) Nonconducting mats or grating
must be provided on the deck in front
of each switchboard and, if accessible
from the rear, on the deck in the rear
of the switchboard.

(h) All uninsulated current carrying
parts must be mounted on noncombus-
tible, nonabsorbent, high dielectric in-
sulating material.

(i) Equipment mounted on a hinged
door of an enclosure must be con-
structed or shielded so that a person
will not accidentally contact energized
parts of the door mounted equipment
when the door is open and the circuit
energized.

(J) In the design of control, interlock,
or indicator circuit, the disconnect de-
vice and its connections, including
each terminal block for terminating
the vessel’s wiring, must not have elec-
trically unshielded or uninsulated sur-
faces.

(k) Switchboards and distribution
panels must be sized in accordance
with §111.30-19 in subchapter J of this
chapter.

[CGD 85-080, 61 FR 928, Jan. 10, 1996; 61 FR
20556, May 7, 1996]
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